Standard lengths: 10', 8, 5', 4', 2.5',2'
Custom lengths available

12" x 12" Plated Utility

Main Chords are 2.0" OD x 1/8" wall aluminum
Diagonals are: 1.0" O.D. x 1/8" wall aluminum
Bolt plate connection for use with 5/8" bolts

MAXIMUM SUPERIMPOSED GRAVITY LOADS

R | | l} | | | | | l} l}
A A A A A A A A A A
Uniformly Distributed Center Point Loads Third Point Loads Quarter Point Loads Fifth Point Loads
Total Max. Max. Max. Max. Max.
Span uDL Load Defl. Load Defl. Load Defl. Load Defl. Load Defl.
(fy  (m) [[(Ibs/f) «g/m)| (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm)]
5 (152) [|2033 (315) | 10165 (481 [0.04 (9 1 @ 6960 (3157)]0.04 (9 2 @4176 (1894)|0.04 (9 3 @ 3093 (681) [0.04 (7 [|4 @ 2320 (1052) [0.04 (9
10 305 553 (823) | 5530 (2510)[0.17 (4) 1@ 2766 (155)|0.13 (3) 2 @ 2075 (94 [0.17 (4 3 @ 1383 (3049)[0.16 (4 4 @ 988 (448) [0.14 (4)
15 @s7)|| 277 (ar) | 4155 (1885)|0.43 (1 1@ 1935 (878) |0.32 (g) 2 @ 1354 (61) |0.38 (1) 3 @ 934 (2059)[0.37 (9) 4 @677 (307) [0.34 (9)
20 6.0) || 134 (199) | 2680 (1216)[0.66 (7) | 1 @ 1342 (609) |0.54 1) || 2 @ 1007 (457) |0.68 (1) 3 @671 (1479)[0.63 ) | 4 @479 (217) |0.58 (1)
25 (762) 88 (B) | 2200 (998) |1.11 (28) || 1 @ 1066 (484) [0.88 (22) 2 @ 767 (348) |1.06 (27) 3@522 sy [1.01 26) | 4 @376 vy [0.93 (29)
30 (9.1) 56 (83) 1680 (762) |1.48 (38) 1 @ 850 (386) |1.22 (31 2 @ 637 (289) [1.53 (39) 3@425 (193) [1.43 @36) | 4 @303 (1B87) |1.31 (33)
35 (067 40 (60) 1400 (e35) |2.12 (54) 1 @686 31m) |1.74 (a4 2 @ 500 (227) [2.07 (53) 3 @ 338 (745) [1.97 (50) | 4 @ 243 (o) [1.83 (46)
40 w)f 29 @3 1160 (s26) |2.62 (67) 1 @582 (264) |2.19 (56) 2 @434 (v7) [2.67 (68) 3@291 (132) [2.52 64) || 4 @211 (96) |2.35 (60)

* If maximum deflection is reached before maximum load listed is reached, the truss must be considered to be at maximum capacity.
* The self weight of the truss has been taken into account in this load table and therefore does not have to be included into the calculation of

superimposed live load.

* The effects of shock loadings, dynamic loadings, wind loads or seismic loads have not been taken into account into this table.

Part Numbers:

www.xtremestructures.com

10' - 12" x 12" Plated Utility Truss | X-12U-125BP-120 2-Way 12" Plated Corner Block | X-12CB-2 12" Plated Book End Hinge X-12-188BP-BEH

8' - 12" x 12" Plated Utility Truss X-12U-125BP-96 3-Way 12" Plated Corner Block X-12CB-3 12" Plated Center Pivot Hinge X-12-188BP-CPH
5'- 12" x 12" Plated Utility Truss X-12U-125BP-60 4-Way 12" Plated Corner Block X-12CB-4 10'- 12" Plated Ladder X-12U-125BP-LAD-120
4' - 12" x 12" Plated Utility Truss X-12U-125BP-48 5-Way 12" Plated Corner Block | X-12CB-5 12" Plated 11.25 degree wedge X-12WDG-11.25
2.5' - 12" x 12" Plated Utility Truss | X-12U-125BP-30 6-Way 12" Plated Corner Block | X-12CB-6 12" Plated 22.5 degree wedge X-12WDG-22.5

2'- 12" x 12" Plated Utility Truss X-12U-125BP-24 12" Plated 45 degree wedge X-12WDG-45
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