Standard lengths: 10', 8', 5', 4'
Custom lengths available

16" x 16" Plated Utility

Main Chords are 2.0" OD x 1/8" wall aluminum
Diagonals are: 1.0" O.D. x 1/8" wall aluminum
Bolt plate connection for use with 5/8" bolts

MAXIMUM SUPERIMPOSED GRAVITY LOADS

I I I | I I I I I | |
A A A A A A A Al A A
Uniformly Distributed Center Point Loads Third Point Loads Quarter Point Loads Fifth Point Loads
Total Max. Max. Max. Max. Max.
Span UDL Load Defl. Load Defl. Load Defl. Load Defl. Load Defl.
(fy  (m) ||(Ibs/f) «g/m)| (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm)
5 (152) ||2232 (3330)]11160 (5062)]0.02 (1 [|[1 @ 10615 (4815)|0.03 (1 2 @ 5580 (2537 ]0.03 (9 3 @ 3720 (187)|0.03 (9 [|[4 @ 2790 (166)[0.03 (1
10 3.05)|f 844 (1255 | 8440 (3828)0.13 (3) 1 @ 4223 (1) |0.10 (3) 2 @ 3167 (137)|0.13 (3) 3@ 2111 (958) |0.12 (3) [[4 @ 1508 (684) |0.11 (3)
15 @457 || 427 (636) | 6405 (2905)0.34 (9) 1@ 2976 (150)|0.25 (6) 2 @ 2083 (945) |0.30 (8) 3@ 1436 (657 [0.29 (7) [|[4 @ 1041 @472) |0.27 (7)
20 (6.10) || 206 (306) | 4120 (1869)]0.52 (13) || 1 @ 2062 (935) |0.42 (1) 2 @ 1546 (709 |0.53 1) || 3 @ 1031 (468) [0.50 (13) 4@ 736 (334) [0.45 (n)
25 (762)|| 139 (207) | 3475 (1576)[0.88 (22) || 1 @ 1669 (757) |0.69 (18) || 2 @ 1202 (545) |0.83 (23 3 @817 (379 |0.79 (20) | 4 @ 589 (267) |0.73 (m)
30 (9.14) 87 (1Bo) | 2610 (184)|1.16 (29) || 1 @ 1320 (599) [0.95 (24) 2 @990 (449) [1.20 (30) 3 @660 (299) [1.12 (28) || 4 @ 471 (2w) |1.02 (26)
35 (067 65 (97) 2275 (1032)]1.68 (43) || 1 @ 1107 (s02) |1.35 (34) 2 @ 807 (366) |1.63 (49 3 @546 (248) [1.54 39) | 4 @ 392 (ws) |1.43 (36)
40 (.w)|| 46 (68) 1840 (835) |2.06 (52) 1 @932 (423) |1.72 (44) 2 @699 3m) [2.12 (54 3 @466 (21 [1.99 (59 4@ 333 5y |1.84 (@)
45 (B.72 37 (55) 1665 (755) [2.70 (69) 1@ 827 (375) |2.23 (57) 2 @ 606 (275) [2.69 (68) 3 @409 (186) [2.55 (65) | 4 @ 293 (133) |2.36 (60)
50 (55.24 27 (40) 1350 (612) |3.21 (82) 1@ 687 31») |2.73 (69) 2 @515 (234) [3.31 (84) 3@ 343 (156) [3.13 (80) || 4 @ 245 y |2.90 (74)

* If maximum deflection is reached before maximum load listed is reached, the truss must be considered to be at maximum capacity.
* The self weight of the truss has been taken into account in this load table and therefore does not have to be included into the calculation of

superimposed live load.

* The effects of shock loadings, dynamic loadings, wind loads or seismic loads have not been taken into account into this table.

Part Numbers:

10' - 16" x 16"Plated Utility Truss X-16U-125BP-120 2-Way 16" Plated Corner Block X-16CB-2 16" Plated Book End Hinge X-16-188BP-BEH
8' - 16" x 16"Plated Utility Truss X-16U-125BP-96 3-Way 16" Plated Corner Block X-16CB-3 16" Plated Center Pivot Hinge X-16-188BP-CPH
5' - 16" x 16"Plated Utility Truss X-16U-125BP-60 4-Way 16" Plated Corner Block X-16CB-4 10'- 16" Plated Ladder X-16U-125BP-LAD-120
4'- 16" x 16"Plated Utility Truss X-16U-125BP-48 5-Way 16" Plated Corner Block X-16CB-5 16" Plated 11.25 degree wedge X-16WDG-11.25
6-Way 16" Plated Corner Block X-16CB-6 16" Plated 22.5 degree wedge X-16WDG-22.5
16" Plated 45 degree wedge X-16WDG-45
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