Standard lengths: 10", 8', 5', 4'
Custom lengths available

20.5" x 20.5" Plated

Main Chords are 2.0" OD x 1/8" wall aluminum

Diagonals are: 1.0" O.D. x 1/8" wall aluminum
Bolt plate connection for use with 5/8" bolts
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40 ()| 66 (98) 2640 (198) |1.65 (42) || 1 @ 1326 (607 [1.36 (35) 2 @ 994 (450) |1.69 (43) 3 @ 663 (300) |1.59 (40) || 4 @ 473 (2m) |1.46 (37)
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* If maximum deflection is reached before maximum load listed is reached, the truss must be considered to be at maximum capacity.
* The self weight of the truss has been taken into account in this load table and therefore does not have to be included into the calculation of

superimposed live load.

* The effects of shock loadings, dynamic loadings, wind loads or seismic loads have not been taken into account into this table.

Part Numbers:

10' - 20.5"Plated Truss

X-20.5-125BP-120

2-Way 20.5" Plated Corner Block

X-20.5CB-2

20.5" Plated Book End Hinge

X-20.5-188BP-BEH

8' - 20.5"Plated Truss

X-20.5-125BP-96

3-Way 20.5" Plated Corner Block

X-20.5CB-3

20.5" Plated Center Pivot Hinge

X-20.5-188BP-CPH

5' - 20.5"Plated Truss

X-20.5-125BP-60

4-Way 20.5" Plated Corner Block

X-20.5CB-4

20.5" Plated 11.25 degree wedge

X-20.5WDG-11.25

4' - 20.5"Plated Truss

X-20.5-125BP-48

5-Way 20.5" Plated Corner Block

X-20.5CB-5

20.5" Plated 22.5 degree wedge

X-20.5WDG-22.5

6-Way 20.5" Plated Corner Block

X-20.5CB-6

20.5" Plated 45 degree wedge

X-20.5WDG-45
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