30"x30" 3-Bay
Self Lift PRT (SLPRT)

Main Chords are 2.0" OD x 3/16" wall aluminum
Diagonals are: 1.5" O.D. x 1/8" wall aluminum

Fork End connection for use with 3/4" Clevis Pins

Standard length: 107.75

MAXIMUM SUPERIMPOSED GRAVITY LOADS

B | | | | | |

A A A A A A A Al a A
Uniformly Distributed Center Point Loads Third Point Loads Quarter Point Loads Fifth Point Loads
Total Max. Max. Max. Max. Max.
Span uDL Load Defl. Load Defl. Load Defl. Load Defl. Load Defl.
(f)  (m) ||(bs/f) «g/m)] (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm) (Ibs) (kgs)| (in) (mm))

8.98 (2.7) [|2195 (3266)|19709 (8940)0.04 (n ||1 @ 19711 (8941 |0.06 (1 2 @ 9856 (4470)] 0.05 (1 3 @ 6570 (2980)[0.05 (7 [[4 @ 4928 (2235)|0.05 (1
17.96 (55) [|1082 (1) [19431 (8814)|0.31 (8) ||1 @ 10852 (4923)[0.28 (7) 2 @ 7252 (3289)] 0.31 (g) 3 @5113 (2319)|0.31 (8) |4 @ 3745 (1699)|0.29 (7)
26.94 82) || 496 (738) 13361 (6060)0.74 (19) || 1 @ 6440 (2927 |0.58 (5) || 2 @ 4662 (215) |0.70 (18) || 3 @ 3163 (u35)|0.67 () [|[4 @ 2277 (1033)|0.61 (1)
35.92 0.9) || 275 (409) | 9877 (4480)1.35 (34) || 1 @ 4673 (2m9) |1.05 (27) || 2 @ 3317 (1505) | 1.25 32) || 3 @ 2272 (1031 |1.20 (30) ||[4 @ 1642 (745) |1.11 (28)
4490 B7) || 152 (226) | 6824 (3095)1.97 (50) || 1 @ 3358 (1523) [1.62 (41 || 2 @ 2468 (1120) | 1.95 (49) || 3 @ 1662 (754) |1.85 (47) [|4 @ 1192 (549 [1.72 (44)
53.88 (16.4) 99 w7) | 5334 (2419)[2.90 (74) | 1 @ 2582 (wry |2.40 6y || 2 @ 1869 (848) |2.80 (77 || 3 @ 1268 (575) |2.68 (68) || 4 @ 913 (am) [2.52 (64)
62.85 (19.2) 61 (91 3834 (1739)|3.79 (96) || 1 @ 1907 (8e5) |3.28 (82) || 2 @ 1411 (640) |3.80 (97) 3 @947 (429) [3.64 (92) || 4 @ 678 (308) |3.43 (87)

* If maximum deflection is reached before maximum load listed is reached, the truss must be considered to be at maximum capacity.

* The self weight of the truss has been taken into account in this load table and therefore does not have to be included into the calculation of
superimposed live load.

* The effects of shock loadings, dynamic loadings, wind loads or seismic loads have not been taken into account into this table.

* Adding the top 2 chords, referred to as a 6" attic, will add an aditional 3.5 LBS/FTto the self weight of the truss. Therefore, this weight may be
taken from the above tables to obtain the proper loads for the truss with the attic. Example: Ata 44.9' the UDL would be reduced by 44.9' x
3.5LBS/FT = 157.15 LBS resulting in a load of 6,667 LBS. (2) third point loads would be reduced by 175.15 LBS/2 = 87.58 Ibs each point resulting
in (2) third point loads at 2381 LBS.
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