25" x 30" Space Saving Truss

Main Chords are 2.0" OD x 3/16" wall aluminum

Diagonals are: 1.5" O.D. x 1/8" wall aluminum
Forkend connections for use

Standard lengths: 10', 8', 5'
Custom lengths and corners available

MAXIMUM SUPERIMPOSED GRAVITY LOADS

3n

1

clevis pins

Span Descriptiofl  Uniformly Distributed Center Point Loads Third Point Loads Quarter Point Loads Fifth Point Loads
Number Total Max. Max. Max. Max. Max.
of Span uDL Load Defl. Load Defl. Load Defl. Load Defl. Load Defl.
Sections|  (ft) (plf) (Ibs) (in) (Ibs) (in) (Ibs) (in) (Ibs) (in) (Ibs) (in)
1 10 1604 | 16040 | 0.09 |1 @ 14,142 | 010 2@ 9,970 012 |3 @ 6,646 011 (4@ 4,985 0.11
2 20 698 [13960 | 050 (1@ 6,984 041 2@ 5,238 052 |3@ 3,492 048 (4@ 2,494 0.44
3 30 303 9090 113 (1@ 4,559 092 |2@ 3,419 116 3@ 2,280 108 4@ 1,628 0.99
4 40 165 6600 201 |1 @ 3,318 164 [2@ 2,488 206 (3@ 1,659 192 4@ 1,185 1.76
5 50 101 5050 313 |1 @ 2,550 259 (2@ 1,912 322 |3@ 1,275 301 (4@ 911 2.77
6 60 57 3420 400 1@ 2,019 377 |2@ 1,274 400 |3@ 914 400 |4 @ 718 4.00

* If maximum deflection is reached before maximum load listed is reached, the truss must be considered to be at maximum capacity.

* The self weight of the truss has been taken into account in this load table and therefore does not have to be included into the calculation of
superimposed live load.

* The effects of shock loadings, dynamic loadings, wind loads or seismic loads have not been taken into account into this table.
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